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Batten-Stars™
 12 Gauge - Metal Top Hat Batten to Steel or Timber - Category 3

Self-drilling universal screw for fastening metal roofing battens to steel purlins up to 1.9mm or 
to timber roof trusses.

 13 Gauge - Metal Roof Sheet to Steel or Timber Battens 
- Category 4

Self-drilling universal roofing screw 
with sealing washer for fastening metal 
roof sheet to thin metal battens, steel 
purlins or alternatively can be used to 
fasten to timber battens.

Available in the Colorbond® colour range 

IC3
EXTERNAL

GENERAL

Inner Carton Quantity

Outer Carton Quantity

Drill Diameter

Embedment Depth

Material Thickness

HEAD STYLES

Phillips

Phillips (Button Head)

Pozi

Square

Torx

Hex (Internal)

Hex with Internal Torx

Hex Head

Hex Flanged

Nutsetter

ANCHORiNG

Head Width

Thread Width

Embedment Depth

Material Thickness

Splice Anchor Fixture Thickness

Metal Drive and Nylon Anchor 
Fixture Thickness

Wall Anchor Fixture Thickness

ANCHORiNG cont.

Strike Anchor Fixture Thickness

Grip Nut Wall Thickness

Countersunk Head Height

Countersunk Head Width

Internal Thread

Eye Hole Diameter

Maximum Torque

Purlin Material Thickness

Screwbolt Eye

Toggle Strap Wall Thickness

Beam Clamp Depth

Beam Clamp Clearance Hole

ADHESiVES

Anchor Width

Plug Length

Threaded Insert Length

Threaded Insert Diameter

CONCRETE NAiLING SYSTEMS

Nail Head Width

Nail Shank Width

Nail Length

Washer Diameter

Channel Strut Width

Channel Strut Depth

CONCRETE NAiLING SYSTEMS cont.

Channel Strut Length

Pipe Diameter

Insulation Thickness

SCREWS

Head Width

Shank Width

Length

Shank Length

Material Thickness

Minimum Embedment

Head Style

DRiLLING 

Drill Diameter

Drill Working Length

Drill Total Length

Chisel Head Width

DiAMOND

Hole Diameter

Disk Diameter

Core Diameter

Core Length

Embed Depth -  Plug

Pin witdh

www.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Length

www.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Lengthwww.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Length

Head Styles Anchors Adhesives

Phillips Head Width Anchor Width

Phillips (Button Head) Embedment Depth Plug Length

Pozi Material Thickness
Concrete Nailing Systems

Square
Splice Anchor 

Fixture Thickness
Nail Head Width

Torx
Wall Anchor 

Fixture Thickness
Nail Shank Width

Hex (Internal)
Strike Anchor  

Fixture Thickness
Nail Length

Hex with Internal Torx Grip Nut Wall Thickness Washer Diameter

Hex Head Countersunk Head Height Channel Strut Width

Hex Flanged Countersunk Head Width Channel Strut Depth

Nutsetter Internal Thread Channel Strut Length

Eye Hole Diameter Pipe Diameter
General

Inner Carton Quantity Maximum Torque Insulation Thickness

Outer Carton Quantity Purlin Material Thickness

Drill Diameter

Embedment Depth

Material Thickness

Head Styles Anchors Adhesives

Phillips Head Width Anchor Width

Phillips (Button Head) Embedment Depth Plug Length

Pozi Material Thickness
Concrete Nailing Systems

Square
Splice Anchor 

Fixture Thickness
Nail Head Width

Torx
Wall Anchor 

Fixture Thickness
Nail Shank Width

Hex (Internal)
Strike Anchor  

Fixture Thickness
Nail Length

Hex with Internal Torx Grip Nut Wall Thickness Washer Diameter

Hex Head Countersunk Head Height Channel Strut Width

Hex Flanged Countersunk Head Width Channel Strut Depth

Nutsetter Internal Thread Channel Strut Length

Eye Hole Diameter Pipe Diameter
General

Inner Carton Quantity Maximum Torque Insulation Thickness

Outer Carton Quantity Purlin Material Thickness

Drill Diameter

Embedment Depth

Material Thickness

IC Find # Part No. Description mm mm Thread /mm qty qty

160 SDHXUNI1240C3 12-11 x 40 Hex 5/16 0.55 - 1.90 Full 1000 1000

IC4
EXTERNAL

GENERAL

Inner Carton Quantity

Outer Carton Quantity

Drill Diameter

Embedment Depth

Material Thickness

HEAD STYLES

Phillips

Phillips (Button Head)

Pozi

Square

Torx

Hex (Internal)

Hex with Internal Torx

Hex Head

Hex Flanged

Nutsetter

ANCHORiNG

Head Width

Thread Width

Embedment Depth

Material Thickness

Splice Anchor Fixture Thickness

Metal Drive and Nylon Anchor 
Fixture Thickness

Wall Anchor Fixture Thickness

ANCHORiNG cont.

Strike Anchor Fixture Thickness

Grip Nut Wall Thickness

Countersunk Head Height

Countersunk Head Width

Internal Thread

Eye Hole Diameter

Maximum Torque

Purlin Material Thickness

Screwbolt Eye

Toggle Strap Wall Thickness

Beam Clamp Depth

Beam Clamp Clearance Hole

ADHESiVES

Anchor Width

Plug Length

Threaded Insert Length

Threaded Insert Diameter

CONCRETE NAiLING SYSTEMS

Nail Head Width

Nail Shank Width

Nail Length

Washer Diameter

Channel Strut Width

Channel Strut Depth

CONCRETE NAiLING SYSTEMS cont.

Channel Strut Length

Pipe Diameter

Insulation Thickness

SCREWS

Head Width

Shank Width

Length

Shank Length

Material Thickness

Minimum Embedment

Head Style

DRiLLING 

Drill Diameter

Drill Working Length

Drill Total Length

Chisel Head Width

DiAMOND

Hole Diameter

Disk Diameter

Core Diameter

Core Length

Embed Depth -  Plug

Pin witdh

www.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Length

www.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Lengthwww.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Length

Head Styles Anchors Adhesives

Phillips Head Width Anchor Width

Phillips (Button Head) Embedment Depth Plug Length

Pozi Material Thickness
Concrete Nailing Systems

Square
Splice Anchor 

Fixture Thickness
Nail Head Width

Torx
Wall Anchor 

Fixture Thickness
Nail Shank Width

Hex (Internal)
Strike Anchor  

Fixture Thickness
Nail Length

Hex with Internal Torx Grip Nut Wall Thickness Washer Diameter

Hex Head Countersunk Head Height Channel Strut Width

Hex Flanged Countersunk Head Width Channel Strut Depth

Nutsetter Internal Thread Channel Strut Length

Eye Hole Diameter Pipe Diameter
General

Inner Carton Quantity Maximum Torque Insulation Thickness

Outer Carton Quantity Purlin Material Thickness

Drill Diameter

Embedment Depth

Material Thickness

Head Styles Anchors Adhesives

Phillips Head Width Anchor Width

Phillips (Button Head) Embedment Depth Plug Length

Pozi Material Thickness
Concrete Nailing Systems

Square
Splice Anchor 

Fixture Thickness
Nail Head Width

Torx
Wall Anchor 

Fixture Thickness
Nail Shank Width

Hex (Internal)
Strike Anchor  

Fixture Thickness
Nail Length

Hex with Internal Torx Grip Nut Wall Thickness Washer Diameter

Hex Head Countersunk Head Height Channel Strut Width

Hex Flanged Countersunk Head Width Channel Strut Depth

Nutsetter Internal Thread Channel Strut Length

Eye Hole Diameter Pipe Diameter
General

Inner Carton Quantity Maximum Torque Insulation Thickness

Outer Carton Quantity Purlin Material Thickness

Drill Diameter

Embedment Depth

Material Thickness

IC Find # Part No. Description mm mm Thread /mm qty qty

162W* SDHXUNI1350C4W 13-11 X 50 Hex 5/16 0.55 - 1.90 33 1000 1000

* Available in TRADE PACK

Industry standard hex head 
ensures positive connection into 

nut-setters.

Quality non conductive 
Deks washer.  

Thick washer face for 
added strength.  

Top Grip thread securely hold the 
sheeting and prevents dimpling.

11TPI Thread for fast installation

Upper shank protection 
removes burrs that may 

damage the EPDM washer, 
and helps protect the coating 

on the upper thread.

Specially design drill tip for fast non slip drilling and enable 
use in steel or timber base materials

Special coating   
to reduce dust  

for a quicker 
clean-up process.

The special thread profile provides superior 
withdrawal load over conventional threads

Wall-Stars®
 13 Gauge - thin metal battens, steel purlins - Category 4

Self Drilling universal cladding screw for fastening cladding to thin metal battens, steel 
purlins or alternatively can be used to fasten to timber Battens.

IC4
EXTERNAL

IC4
EXTERNAL

GENERAL

Inner Carton Quantity

Outer Carton Quantity

Drill Diameter

Embedment Depth

Material Thickness

HEAD STYLES

Phillips

Phillips (Button Head)

Pozi

Square

Torx

Hex (Internal)

Hex with Internal Torx

Hex Head

Hex Flanged

Nutsetter

ANCHORiNG

Head Width

Thread Width

Embedment Depth

Material Thickness

Splice Anchor Fixture Thickness

Metal Drive and Nylon Anchor 
Fixture Thickness

Wall Anchor Fixture Thickness

ANCHORiNG cont.

Strike Anchor Fixture Thickness

Grip Nut Wall Thickness

Countersunk Head Height

Countersunk Head Width

Internal Thread

Eye Hole Diameter

Maximum Torque

Purlin Material Thickness

Screwbolt Eye

Toggle Strap Wall Thickness

Beam Clamp Depth

Beam Clamp Clearance Hole

ADHESiVES

Anchor Width

Plug Length

Threaded Insert Length

Threaded Insert Diameter

CONCRETE NAiLING SYSTEMS

Nail Head Width

Nail Shank Width

Nail Length

Washer Diameter

Channel Strut Width

Channel Strut Depth

CONCRETE NAiLING SYSTEMS cont.

Channel Strut Length

Pipe Diameter

Insulation Thickness

SCREWS

Head Width

Shank Width

Length

Shank Length

Material Thickness

Minimum Embedment

Head Style

DRiLLING 

Drill Diameter

Drill Working Length

Drill Total Length

Chisel Head Width

DiAMOND

Hole Diameter

Disk Diameter

Core Diameter

Core Length

Embed Depth -  Plug

Pin witdh

www.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Length

www.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Lengthwww.icc

Screws - Pan Head Screws - Hex Head Screws - Wafer Head

Head Width Shank Length Shank Length

Shank Width Material Thickness Material Thickness

Length Minimum Embedment Minimum Embedment

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Minimum Embedment
Screws - Bugle Head Screws - Flathead

Coating Type Shank Length Shank Length

Head Style Material Thickness Material Thickness

Minimum Embedment Minimum Embedment
Screws - Countersunk

Shank Length Coating Type Coating Type

Material Thickness Head Style Head Style

Coating Type
Drilling Diamond

Head Style Drill Diameter Hole Diameter

Drill Working Length DIsc Diameter

Screw Diameter Drill Total Length

Blade Thickness

Teeth Per Inch Blade length

Hole saw Diameter

Hole saw Length

Head Styles Anchors Adhesives

Phillips Head Width Anchor Width

Phillips (Button Head) Embedment Depth Plug Length

Pozi Material Thickness
Concrete Nailing Systems

Square
Splice Anchor 

Fixture Thickness
Nail Head Width

Torx
Wall Anchor 

Fixture Thickness
Nail Shank Width

Hex (Internal)
Strike Anchor  

Fixture Thickness
Nail Length

Hex with Internal Torx Grip Nut Wall Thickness Washer Diameter

Hex Head Countersunk Head Height Channel Strut Width

Hex Flanged Countersunk Head Width Channel Strut Depth

Nutsetter Internal Thread Channel Strut Length

Eye Hole Diameter Pipe Diameter
General

Inner Carton Quantity Maximum Torque Insulation Thickness

Outer Carton Quantity Purlin Material Thickness

Drill Diameter

Embedment Depth

Material Thickness

Head Styles Anchors Adhesives

Phillips Head Width Anchor Width

Phillips (Button Head) Embedment Depth Plug Length

Pozi Material Thickness
Concrete Nailing Systems

Square
Splice Anchor 

Fixture Thickness
Nail Head Width

Torx
Wall Anchor 

Fixture Thickness
Nail Shank Width

Hex (Internal)
Strike Anchor  

Fixture Thickness
Nail Length

Hex with Internal Torx Grip Nut Wall Thickness Washer Diameter

Hex Head Countersunk Head Height Channel Strut Width

Hex Flanged Countersunk Head Width Channel Strut Depth

Nutsetter Internal Thread Channel Strut Length

Eye Hole Diameter Pipe Diameter
General

Inner Carton Quantity Maximum Torque Insulation Thickness

Outer Carton Quantity Purlin Material Thickness

Drill Diameter

Embedment Depth

Material Thickness

IC Find # Part No. Description mm mm Thread /mm qty qty

166 SDHXUNI1325C4 166W SDHXUNI1325C4W 13-11 X 25 Hex 5/16 0.55 - 1.90 Full 1000 1000

NEW


